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Length EN 1848-2 m -0 y +5% 50

Width EN 1848-2 m -0,5 y +1% 1,5

Mass per unit area EN 1849-2 g/m² -10 y +10 140

Straightness EN 1848-2 mm - PASA

Visible defects EN 1850-2 - - PASA

Reaction to fire
EN 13501-1
EN 11925-2

Euroclase - E

Resistance to water penetration EN 1928 A Clase - W1

Water vapour transmission properties (Sd value) EN 1931 m -0,01 y +0,015 0,02

Tensile strength: MD // CMD*¹
EN 12311-1 *²

N/50 mm -30 y +50 / -30 y +45 290 / 205

Elongation: MD // CMD % -15 y +35 / -25 y +40 45 / 80

Resistance to tearing: MD // CMD EN 12310-1 *³ N -40 y +70 / -50 y +70 150 / 180

Dimensional stability EN 1107-2 % - <2

Foldability at low temperature EN 1109 ºC - -40

Resistance to penetration of air EN 12114 *4 m³/m² ·h·100Pa - <0,02

Properties after artificial ageing *5

Resistance to water penetration EN 1928 A Clase - W1

 Tensile strength: MD // CMD
EN 12311-1 *²

N/50 mm -40 y +60 / -35 y +65 260 / 180

 Elongation: MD // CMD % -15 y +40 / -30 y +45 35 / 65

WATER-STOP AIR 130

Description: Waterproof breathable membrane for waterproofing pitched roofs or walls and ventilated façades: comprises a 
micro-porous polypropylene film with a non-woven veil on each face.

Installation: under the roof and over wood panels, steel joists or directly on top of thermal insulation.

Normative References: EN 13859-1, EN 13859-2

Marketing company: Estil Gurú S.L.U.							       Manufacturing Code: 913-J

CHARACTERISTICS METHOD UNIT TOLERANCE VALUE

Overlap resistance EN 1850-2 N/50 mm - PND

Hydrostatic pressure test EN 20811 cm - >280

Water vapour permeability
EN 12572 B
EN 12572 C

g/m² · d ≥ 1700

Service temperature
EN 1109

EN 1107-2
ºC - 860

UV exposure Interno meses máximo -40 / 80

Thickness EN 1849-2 mm -5 y +10% 4

*¹ Test direction: MD - Machine Direction // CMD – Cross Machine Direction ; *² EN 13859-1 Annex A; *3 EN 13859-1 Annex B
*4EN 13859-2 section 5.2.6; *5EN 13859-1 Annex C
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